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 CSC Charlotte South  
EPA R4 NPDES Inspection 

 
Inspected on 5/29/19 

Red arrows indicate direction of photo. 
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Attributes 
Description Page 1 of form used for semiannual inspection. Three pages in all. This form dates from 4/25/19. 

Inspection originals are kept in the office of the corporate environmental manager. The form 
itself does not have a place to record responses to findings.  
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Attributes 
Description Page 2 of form used for semiannual inspection. Three pages in all. This form dates from 4/25/19. 

Inspection originals are kept in the office of the corporate environmental manager. The form 
itself does not have a place to record responses to findings.  
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Attributes 

Description Page 3 of form used for semiannual inspection. Three pages in all. This form dates from 4/25/19. 
Inspection originals are kept in the office of the corporate environmental manager. The form 
itself does not have a place to record responses to findings.  
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Attributes 
Description Page 1 of Form used for stormwater/process water management inspection. Also identified in 

SWPPP notebook as the form used for Tier I response to benchmark exceedances. Three pages. 
Issues noted on form but the form itself does not have a place to record responses to findings. 
Distinction between process water or storm water not identified.  
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Attributes 
Description Page 2 of Form used for stormwater/process water management inspection. Also identified in 

SWPPP notebook as the form used for Tier I response to benchmark exceedances. Three pages. 
Issues were noted on page one but the form itself does not record comments or corrections on 
this page. 
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Attributes 
Description Page 3 of Form used for stormwater/process water management inspection. Also identified in 

SWPPP notebook as the form used for Tier I response to benchmark exceedances. Three pages. 
Issues were noted on the form but the form itself does not have a place to record responses to 
findings. 
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Attributes 
Description Secondary containment for admixture tanks is broken in this location and two other locations, 

not shown. Rainwater and spilled liquid from this area would flow into overall site capture tanks 
shown in later photos.  
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Attributes 
Description First of two shots of the area below the aggregate storage bins, and the aggregate and sand 

conveyor belts. Aggregate and sand materials typically have some moisture content. This area also 
experiences rainfall on these piles and from the northerly portion of the work area, which is 
captured nearby. Trucks are emptied into the bins from the bridge above. 
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Attributes 
Description Second view of area below aggregate/sand belts. In background but not shown (between piers 

and trees, right-middle of photo) is the area that captures the stormwater hitting this area. Water 
flow and camera angle are southerly. 
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Attributes 
Description Truck being washed out using self-supplied water in middle of work area. This rinse-water was 

flowing towards the basin in photo DSCN1803. 
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Attributes 
Description Truck being washed out using self-supplied water in middle of work area. This rinse-water was 

flowing towards the basin in photo DSCN1803. 
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Attributes 
Description Another view of drainage from belt/storage area. Looking northerly. 
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DSCN1803.JPG 
 

 
 

  

Attributes 
Description Northerly end of basin capturing stormwater runoff from most of yard area. 
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Attributes 
Description View of CO2 tanks, and portion of control shed for CO2 application to wastewater and stormwater 

for pH adjustment in the final holding basin prior to discharge. System was installed in March 
2019. Water is only discharged when necessary; most water is recycled into products. Treatment 
basin is behind wall in middle of photo. PVC pipe control lines and feed lines are visible. 
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DSCN1805.JPG 
 

 
 

  

Attributes 
Description First of four panning shots of the outlet structure area. Staff stated that the water in the ditch was 

from the adjacent roadway, backing up towards their outlet structure.  Outlet structure observed 
as not discharging at time of inspection.  CO2 pH adjustment feed lines and return lines are visible 
on the wall. Outlet opening itself is not visible in this picture. Poured concrete wall upper left 
separates two capture basins from treatment basin. Stacked block with liner – left of photo, 
background, is basin where water set for discharge is accumulated for treatment. Discharged 
water would mingle with muddy water in right foreground. 

Location where water would discharge.  
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Attributes 
Description Second of four panning shots showing receiving ditch with muddy water, stated to be from 

roadway runoff. Looking easterly. Flow would traverse left to right. 
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Attributes 
Description Third of four panning shots of ditch between facility and Tyvola Road. 
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Attributes 

Description Fourth panning shot of discharge area. Flow goes out of view into vegetated area along Tyvola 
Road in a westerly direction. Facing southerly. 
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Attributes 
Description Photo of outlet structure from outside of basin. Water was present at the bottom of the structure 

but was not flowing. Staff indicated that the system was not discharging. The pre-discharge basin 
was largely empty (upper left of photo).  
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Attributes 
Description Looking down-gradient from center-south of paved truck area, looking roughly ENE.  
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Attributes 
Description View of former pond area that is no longer used for storage, in SW corner of work area. Limited 

runoff can still enter this area, but largely percolates. Berm visible in upper left of picture 
surrounds whole area. Formerly used for storage, the pond was taken out of service and concrete 
materials were removed. There is an adjacent truck wash station; the corner of poured concrete 
basin is just visible on right of photo. See DSCN1812. 
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DSCN1812.JPG 
 

 
 

  

Attributes 
Description Truck washout capture. Decanted water is reused 
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DSCN1813.JPG 
 

 
 

  

Attributes 
Description Truck fuel stand. Spill kits (red bucket, 1 of 2 shown) had cracked lids and were filled with 

rainwater. Suggested that spill kits be replaced. 
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Attributes 
Description After exiting the facility, inspectors looked at receiving water/ditch downstream of facility, where 

county had conducted sampling during the prior 12 months. 


